
 
 

 
 

 

 

 

KFM002 

Milk filter Filtermaster, connections 40mm Filtre à lait Filtermaster, raccords 40mm 
Instructions Instructions 
Cleaning: 
Rinse off all loose deposits with running water 
and allow the screens to soak in Filta-Clene 
between milkings.  
For washing re-assemble the outer filter with 
the open inner frame supplied.  
To help prolong the life of the filter elements 
they should be handled by the plastic frame 
only, never scrubbed, scraped, flexed or 
pressure hosed. Regular use of a descaler is 
recommended to help prevent milk-stone 
build up. 
Service: 
The filter elements should be replaced 
annually, while the seals are replaced every 6 
months. 

Nettoyage : 
Rincer tous les dépôts volants à l'eau courante 
et laisser les filtres pénétrer dans une solution 
avec un détergent pour des filtres entre les 
traites.  
Pour laver remonter le filtre extérieur avec le 
cadre intérieur ouvert fourni.  
Pour aider à prolonger la durée de vie des 
éléments filtrants, ils doivent être manipulés 
par le plastique cadre seulement, ne jamais 
frotter, gratter, fléchir ou arroser sous pression. 
L'utilisation régulière d'un détartrant est 
recommandée pour aider à prévenir 
l’accumulation des pierres de lait. 
Service :  
Les éléments filtrants doivent être remplacés 
tous les ans, tandis que les joints sont 
remplacés tous les 6 mois. 

 


